
24X 5/16-24 THRU
ON 25.000" B.C.

6X .332" THRU @ 60
 NEAR SIDE .625 X .40 DP

ON 25.000" B.C.

7.5°

B

B

2X 2.275

.500

2X 1.275 

12X 3.109

12X 3.429

.750

.104 (O-RING GROOVE DEPTH)

3.650 B.C.

D

SECTION B-B

96X #8-32 X .50 MIN. DEEP

2X O-RING 
SURFACES

O-RING SURFACE BETWEEN 21.5-22.0 DIAMETER,
NOT TO BE RECESSED.

O-RING GROOVES TO HAVE 
16 MICRO FINISH ON BOTTOM,
63 MICRO FINISH ON SIDES

.020 A

A

2X 45°

2X .075

DETAIL D
SCALE 1 : 1

12X 3.000

12X #6-32 X .375 DEEP ON 19.0" B.C.
MUST NOT BREAK THRU OR DIMPLE FAR SURFACE

2X .750

16.000

25.000

22.400

27.00

2X .550

4.000

24X #8-32 X .5 DEEP MIN
MUST NOT BREAK THRU 

OR DIMPLE FAR SURFACE

24X 5/16-24 THRU

2X .375

2X 5.850

45°

E

.028 A B

1.675

2.275

6X 1.880

6X 1.470

24X .205

1.425 COUNTERSINK

2X 1.275

45.00°

10°
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High Precision Devices

CONFIGURATION:   
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INTERNAL AND EXTERNAL SURFACE 
INTERSECTIONS SHALL BE UNIFORMLY
FINISHED WITH CHAMFER .005/.010 X 45
OR RADIUS .005/.010.
CHAMFER ALL THREADED HOLES 110% OF
MAJOR DIAMETER X 45

ANGULAR TOL:  1   SURFACE ROUGHNESS:  

DIMENSIONS ARE IN INCHES
DECIMAL TOLERANCES:  

.X    .030     .XX    .015     .XXX    .005 

FINISH:

MATERIAL: 

UNLESS OTHERWISE SPECIFIED:

TITLE:

D
SIZE QTY PER ASSM:

63

p02101-068 top flange

00-Default
1 1:2 1 1

5/4/2004 C. Danaher

304 Stainless Steel
None C

2

ZONE REV DESCRIPTION DATE

B ADDED #6-32 HOLES TO BOTTOM 6/20/2003

C Changed O-ring groov e depth 12/29/2003

REVISIONS

ZONE REV DESCRIPTION DATE

B ADDED #6-32 HOLES TO BOTTOM 6/20/2003

C Changed O-ring groov e depth 12/29/2003

REVISIONS


