
2.125

2.253

2X  .163 

4X  .400 

2X  .163 

5X  .619 

1.058

.280

.938

2X R.625

10X .120 THRU

 1.063 
 1.563 

 2.063 

5X  .400 

 1.000 

 .400 

 .594 

2X R.100
.663

B

C

.070

.150

.075

.080

A

NOTES:
1. THIS PART IS SIMILAR TO P02101-166.
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CONFIGURATION:   

DRAWN BY:DATE:

SHEET          OFSCALE: REV
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INTERNAL AND EXTERNAL SURFACE 
INTERSECTIONS SHALL BE UNIFORMLY
FINISHED WITH CHAMFER .005/.010 X 45
OR RADIUS .005/.010.
CHAMFER ALL THREADED HOLES 110% OF
MAJOR DIAMETER X 45

ANGULAR TOL:  1   SURFACE ROUGHNESS:  

DIMENSIONS ARE IN INCHES
DECIMAL TOLERANCES:  

.X     .030    .XX     .015     .XXX     .005

FINISH:

MATERIAL: 

UNLESS OTHERWISE SPECIFIED:

TITLE:

B
SIZE QTY PER ASSM:

63

p02101-316 port adapter plate,
00-Default

1 2:1 1 1

5/20/2004 C. Danaher
OF Copper
Tumble A

High Precision Devices
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